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1
AUTO-RACK RAILROAD CAR VEHICLE
WHEEL CHOCK

PRIORITY

This application is a divisional of and claims the benefit of
and priority to U.S. Non-Provisional patent application Ser.
No. 13/152,541, filed Jun. 3, 2011, which issued on Apr. 16,
2013, as U.S. Pat. No. 8,419,326, which is a continuation of
and claims the benefit of and priority to U.S. Non-Provisional
patent application Ser. No. 12/048,402, filed Mar. 14, 2008,
which issued on Jul. 12, 2011, as U.S. Pat. No. 7,976,255,
which is a non-provisional of and claims the benefit of and
priority to U.S. Provisional Patent Application Ser. No.
60/939,277, filed May 21, 2007 and U.S. Provisional Patent
Application Ser. No. 60/896,625, filed Mar. 23, 2007, the
entire contents of which are incorporated herein by reference.

BACKGROUND

The railroad industry employs a variety of auto-rack rail-
road cars for transporting newly-manufactured vehicles such
as automobiles, vans and trucks. Auto-rack railroad cars,
known in the railroad industry as auto-rack cars, often travel
thousands of miles through varying terrain. One typical type
of auto-rack car is compartmented, having two or three floors
ordecks, two sidewalls, a pair of doors at each end, and a roof.
Newly manufactured vehicles are loaded into and unloaded
from an auto-rack car for transport by a person (sometimes
called a “loader”) who drives the vehicles into or out of the
auto-rack car.

One problem with auto-rack cars is the potential for dam-
age to newly manufactured vehicles which can occur in the
auto-rack car due to the unwanted movement of one or more
of the transported vehicles not adequately secured in the
auto-rack car. Various restraint or anchoring systems have
been developed for securing the vehicles transported in auto-
rack cars to prevent movement or shifting of those vehicles
during transportation. The loader typically operates these
vehicle restraint or anchoring systems. One known type of
system employs a “tie down” restraint using chains connected
to steel runners in the support surface of the auto-rack car. A
ratchet tool is usually required to secure these chains taut.
Certain types of these known systems utilize winch mecha-
nisms and harnesses which must be fitted over the vehicle
tires to restrain movement of the vehicle.

To solve the disadvantages of such mechanisms, a vehicle
restraint system for restraining vehicles transported on auto-
rack cars was developed. This vehicle restraint system is
disclosed in detail in U.S. Pat. Nos. 5,312,213 and 5,302,063.
This vehicle restraint system includes a plurality of restraints
each detachably secured to a grating provided on a support
surface of the auto-rack car. This system utilizes four
restraints, one associated with each of the four wheels of a
vehicle being transported.

As illustrated in FIGS. 2 and 3, the restraint 32 of this
known system includes an angled face-plate 34 for alignment
with, and restraining movement of, a tire 40 of an associated
wheel 42 of the vehicle 44 positioned on the grating 38. The
angled face-plate 34 is vertically adjustable to a lower posi-
tion (shown in FIGS. 2 and 3), an intermediate position (not
shown), and an upper position (shown in phantom in FIG. 2)
to provide for different tire sizes. The angled face-plate 34 is
attached to a load-transmitting member 36 which is adapted
to transfer the load applied to the face-plate 34 to the grating
38. The restraint 32 includes a moveable paddle-shaped
restraining member 39 which contacts the inside surface of

20
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the tire to prevent lateral shifting of the tire and thus of the
vehicle. The paddle shaped restraining member 39 is con-
nected to the face-plate 34 such that when the face-plate is
vertically adjusted, the paddle shaped restraining member is
vertically adjusted. For several years, this vehicle restraint
system has been widely employed in auto-rack cars to secure
vehicles.

Various problems have developed with this vehicle
restraint system in relation to new types or designs of vehicles
such as “cross-over” vehicles and other vehicles with differ-
ent body and particularly different fender, molding or trim
profiles. For example, cross-over vehicles generally include a
truck or SUV-type body mounted on an automobile-type
frame. These cross-over vehicles have a higher center of
gravity, amuch lower curb weight than conventional automo-
biles and SUV’s, and include relatively low fenders, mold-
ings, trim and bumpers (compared to certain trucks, vans and
SUVs). Other new vehicles also have low fenders, moldings,
trim and bumpers. When such vehicles are loaded in an auto-
rack railroad car on the grating of the vehicle restraint system
described above, it has been found that these known vehicle
restraints are not adequately holding the vehicles in place or
adequately preventing the movement of the vehicles to a
minimum desired level of movement. This lack of restraint
occurs, at least in part, because the adjustable member or
face-plate 34 of such above described restraints cannot be
mounted or positioned with the face-plate in the intermediate
or upper positions because it will or may interfere with or
contact the low bumper, fender, trim or molding of the vehicle
as illustrated in phantom in FIG. 2. Vehicle manufacturers
want to avoid such contact or potential contact during the
transportation of the vehicles to avoid damage to the vehicles.

More specifically, it should be appreciated that vehicle
manufacturers provide extremely particular instructions
which warn against any contact or engagement between any-
thing in the auto-rack railroad cars and the new vehicles
because the vehicle manufacturers desire to deliver the newly
manufactured vehicles to dealers and their customers in “per-
fect” condition. Any damage, such as scratches or dents to the
fenders, bumpers, moldings, trim or other parts ofthe vehicle,
could prevent or inhibit a customer from purchasing or taking
delivery of the vehicle, and generally need to be fixed prior to
sale of the vehicle. Accordingly, vehicle manufacturers prefer
that the adjustable face-plate 34 of the restraint of the above
system not contact and not come close to being in contact with
the fenders, bumpers, trim or moldings of the newly manu-
factured vehicles being transported. The adjustable face-plate
34 of the above described restraint must accordingly be
placed inthe lowest or, at best, the intermediate position when
securing many presently manufactured vehicles in the auto-
rack cars. This causes the face-plate to engage the tire at a
lower point on the tire, and accordingly, the vehicle is more
likely to be able to jump over or hop the restraint (as illus-
trated in FIG. 3) if the vehicle is subjected to sufficient forces.

Even when the face-plate is in the highest position, other
problems with holding the tire in place often occur, especially
where the vehicles do not have locking steering columns. The
cause for these problems is that the paddle-shaped restraining
member 39 contacts the side of the tire 40 at too high of a
position which allows the tire to turn and to be disengaged
from the face-plate of the restraint 32 as generally illustrated
in FIG. 3A. In certain instances, the vehicle literally “walks
out” of this restraint 32 as illustrated in FIG. 3A. This illus-
tration is generally of a photograph taken inside an auto-rack
railroad car employing the above described vehicle restraint
system.
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It should be appreciated that each tire of vehicle has a safe
zone of operation (in front and in back of the tire) for a vehicle
restraint system. Each safe zone is a somewhat triangular area
in front of or in back of the tire. Each safe zone defines the
space in which a vehicle restraint system can operate without
the potential for contacting the fenders, trim, moldings or
bumpers of the vehicle. For example, safe zones 41a and 416
for a tire 40 of an automobile are generally illustrated in FIG.
3B. The above described vehicle restraint system functions
outside of those safe zones for many vehicles, as generally
illustrated in FIG. 2A which shows (in phantom) that when
the angled face-plate 34 is in the preferred uppermost posi-
tion, it is outside the safe zone 41a. Therefore, as mentioned
above, the angled face-plate of the restraint 32 often needs to
be placed in the lowest or intermediate position to stay within
the respective safe zone and prevent damage or potential
damage to the fender, trim, molding and bumper of the
vehicle.

Another problem with this restraint is that for certain
vehicles, the manufacturers can not install the air dams on the
vehicles at the factory because the restraint would or could
damage the air dams. Thus, for such vehicles, the manufac-
turer must ship the air dams to the dealerships for installation.

A related problem which can also cause a vehicle to be
more likely to jump over or hop this restraint is that the
restraint is sometimes not placed as close to the tire as poten-
tially possible as illustrated in FIG. 2. One reason for this is
that the loaders are in a hurry when they load the vehicles into
the auto-rack railroad cars. When the loaders are in a hurry,
they tend to place the restraint in a position close to the tire
without substantially maneuvering the restraint to the closest
possible position to the tire. This positioning can sometimes
leave a substantial gap between the restraint and the tire. This
gap coupled with a low face-plate position can allow the
vehicle to build up speed causing the vehicle to hop or jump
the restraint.

A similar problem arises because the restraint may need to
be positioned or spaced at a distance from the tire because the
tire is at a position on the grating or relative to the grating that
does not allow the restraint to be placed in engagement with
the tire. The restraint in certain instances is placed up to a
distance of three-quarters of an inch away from the tire due to
the position of the grating members or rungs relative to the tire
and the three sets of locking members of this restraint. Again,
in such situations, a gap is created allowing the vehicle to
more easily hop or jump the restraint. This is also illustrated
in FIG. 2 where the size of the gap between the tire and the
face-plate is approximately half the distance between the
rungs of the grating. This gap problem is compounded
because certain vehicle manufacturers require that certain
vehicles be transported with the transmission in neutral to
prevent damage to the vehicle (such as damage to the trans-
mission of the vehicle). In neutral, the transmission does not
stop the vehicles from moving.

It should also be appreciated that the vehicles may jump or
hop these restraints at a variety of different times such as
during movement of the train including sudden stoppage of
the auto-rack car or severe deceleration of the auto-rack car.
Such instances can include sudden stopping for emergencies
alone or in combination with slack action. The amount of
force on the vehicles being transported relative to the auto-
rack car can cause the vehicles to hop or jump over the
restraint, especially if the tire is engaged by the face-plate at
a relatively low point, if the restraint is spaced from the tire or
if the face-plate is at a low position and spaced from the tire.

More importantly, during switching in a railroad yard, the
auto-rack cars are coupled and decoupled with other railroad
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cars in different freight trains on a regular basis. During the
coupling action, severe jolts ofup to 8 to 10 miles per hour can
be incurred by the auto-rack car even though regulations (and
signs in the railroad yards and on the railroad cars) limit the
speed to no more than 4 miles per hour. These jolts can cause
extreme force on the vehicles relative to the railroad cars and,
thus, cause the vehicles to jump or hop these restraints espe-
cially if the tire is engaged by the angled face-plate at a
relatively low point and/or if the restraint is spaced from the
tire. When a vehicle hops or jumps a restraint, the vehicle may
engage another vehicle in the auto-rack car or one or more end
doors of the auto-rack car. There have been significant
recorded instances of this type of damage to vehicles in auto-
rack cars in railroad yards in recent years. As indicated above,
such damage to the vehicles necessitates the replacement of
the damaged part or parts and potentially other parts of the
vehicle. This damage is extremely expensive for vehicle
manufacturers which charge the railroads for such damage.

This problem is compounded for vehicle manufacturers
when the vehicle damaged is a specially ordered vehicle
(instead of a stock vehicle) for a specific customer. The cus-
tomer can wait one, two, three or more months for a specially
ordered vehicle. If the specially ordered vehicle is damaged in
transit, the customer may need to wait for another specially
ordered vehicle to be manufactured. This can harm the deal-
er’s and manufacturer’s businesses. The restraints are also
often damaged when the vehicles jump the restraint or run
into the restraints with sufficient forces. The railroads have to
replace these damaged restraints or have these damaged
restraints reconstructed. This causes additional expenses to
be incurred by the railroads.

It should thus be recognized that while the vehicle restraint
system described above, which has been widely commer-
cially implemented, secures many vehicles being transported
in auto-rack cars, in many instances this vehicle restraint
system does not adequately protect the vehicles or prevent the
movement of the vehicles and thus prevent damage to the
vehicles or the restraints themselves. The automobile indus-
try and the railroad industry have sought improvements of this
vehicle restraint system.

Various improvements have been proposed. For example,
U.S. Pat. Nos. 6,926,480, 7,004,696, 7,128,508, and 7,150,
592 disclose supplemental restraints which are configured to
work with these restraints. In another example, U.S. Pat. No.
6,835,034 discloses a second restraint configured to work in
conjunction with the above described restraints. One concern
with such additional devices is that the loaders of the vehicles
on the auto-rack cars need to position (when loading) and
remove (when unloading) both the restraints and these addi-
tional devices. This takes additional time and effort during the
loading and unloading process. Additionally, these multiple
devices add more cost and complications. In another
example, U.S. Pat. No. 6,851,523 discloses an alternatively
configured restraint. This restraint has not been commercial-
ized.

Accordingly, there is a continuing need for an improved
vehicle wheel restraint which is easy to install and remove, is
attachable to the grating existing in the auto-rack cars, and
which holds the vehicles more securely.

SUMMARY

The present invention solves the above problems by pro-
viding a vehicle wheel chock for an auto-rack car which more
fully secures a vehicle being transported in an auto-rack car
and reduces or eliminates the movement of the vehicles being
transported in the auto-rack car. The present disclosure con-
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templates that for most vehicles, one vehicle wheel chock will
be positioned adjacent to each tire of the vehicle being trans-
ported (i.e., four chocks in total to secure the vehicle). How-
ever, it should be appreciated that for certain vehicles, only
two chocks (on opposing tires on opposite sides of the
vehicle) may be employed. After a vehicle is loaded in an
auto-rack car on the gratings, each chock is positioned
directly adjacent to each respective tire of the vehicle and is
attached to the grating under the tire. It should be appreciated
that the vehicle wheel chock of the present invention can be
employed in other transportation vehicles such as tractor
trailers and shipping containers.

The vehicle wheel chock or chock of various embodiments
of the present invention generally includes a body having a
front portion, a central portion and a rear portion, a tire engag-
ing assembly at the front portion of the body for engaging the
tire of the vehicle, and a locking assembly including a locking
member pivotally connected to the central portion of the body
and lockable at the rear portion of the body to secure the
chock to the grating. In other embodiments, the vehicle wheel
chock or chock generally includes a body having a front
portion, a central portion and a rear portion, a tire engaging
assembly at the front portion of the body for engaging the tire
of the vehicle, and a locking assembly including a locking
member pivotally connected to the rear portion of the body
and lockable at the central portion of the body to secure the
chock to the grating. The chock also includes front grate
engagers or teeth connected to and extending downwardly
and forwardly from the front portion of the body and rear
grate engagers or teeth extending downwardly from the lock-
ing member. These grate engagers or teeth are configured to
co-act to securely attach the chock to the grating.

The tire engaging assembly has multiple configurations for
functioning with different size vehicles and different height,
shape and size tires, fenders, moldings, trim and bumpers.
More specifically, the tire engaging assembly includes the
front portion of the body, an inner tire engager pivotally
connected to the body and an outer tire engager pivotally
connected to the body. Each tire engager is movable from a
down or retracted position to an up or extended position. In a
first configuration, the inner tire engager and the outer tire
engager are both in down or retracted positions and the rear
sides of both the inner tire engager and the outer tire engager
are configured for engagement with the treaded surface of the
tire. In a second configuration, the inner tire engager is in an
up or extended position, the outer tire engager is in a down or
retracted position, the front side of the inner tire engager is
configured for engagement with the treaded surface of the
tire, and the rear side of the outer tire engager is configured for
engagement with the treaded surface of the tire. In a third
configuration, the inner tire engager and the outer tire engager
are both in the up or extended positions and the front sides of
both the inner tire engager and the outer tire engager are
configured for engagement with the treaded surface of the
tire.

The inner and outer tire engagers each have a relatively
narrow width or profile and when in the same positions extend
in substantially the same plane. Thus, each configuration
enables the tire engaging assembly to extend between the tire
and the adjacent fender, molding, trim or bumper of a difter-
ent vehicle and engage a significant portion of the tire while
not touching the fender, molding, trim or bumper. This chock
enables a loader to position the chock closer to the tire and at
a higher position along the tire. The chock is thus configured
to be used with small, medium and large and/or heavy vehicle
wheels and substantially reduces the problem of the vehicle
wheels jumping over the chocks and/or breaking the chocks.
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This significantly reduces the financial loss due to damaged
vehicles and damaged chocks. This substantially reduces the
time and cost of reconstructing or replacing broken chocks.
Other objects, features and advantages of the present
invention will be apparent from the following detailed disclo-
sure, taken in conjunction with the accompanying sheets of
drawings, wherein like reference numerals refer to like parts.

BRIEF DESCRIPTION OF THE FIGURES

FIG. 1 is a perspective view of an auto-rack railroad car
configured to transport a plurality of vehicles.

FIG. 2 is aside view of a fragmentary vehicle and a prior art
restraint in an auto-rack car illustrating a grating on which the
vehicle rests, the restraint releasably attached to the grating,
the face-plate of the restraint in its lowest position, and the
face-plate of the restraint shown in phantom in the highest
position which would interfere with the fender of the vehicle.

FIG. 2A is a fragmentary side view of a vehicle and a prior
art restraint in an auto-rack car illustrating the restraint in its
lowest position, and the face-plate of the restraint shown in
phantom in the highest position and outside of a safe zone for
the vehicle.

FIG. 3 is a side view of a vehicle which has jumped the
prior art restraint illustrated in FIG. 2.

FIG. 3A is a perspective fragmentary view of a vehicle that
has literally walked out of the prior art restraint illustrated in
FIG. 2.

FIG. 3Bis a fragmentary side view of'a vehicle showing the
safe zones around one of the tires of the vehicle.

FIG. 4 is a top front perspective view of the chock of one
embodiment of the present invention, and illustrating the
inner tire engager in a retracted position, the outer tire
engager in a retracted position, and the locking member in a
locked position.

FIG. 4A is a top front perspective view of the chock of one
embodiment of the present invention, and illustrating the
inner tire engager in a retracted position, the outer tire
engager in a retracted position, and the locking member in a
locked position on the grating.

FIG. 5 is a side elevation view of the chock of the embodi-
ment of FIG. 4, and illustrating the inner tire engager in a
retracted position, the outer tire engager in a retracted posi-
tion, and the locking member in a locked position.

FIG. 5A is aside elevation view of the chock of the embodi-
ment of FIG. 4, and illustrating the inner tire engager in a
retracted position, the outer tire engager in a retracted posi-
tion, and the locking member in a locked position on the
grating.

FIG. 6 is a bottom view of the chock of the embodiment of
FIG. 4, and illustrating the outer tire engager in a retracted
position and the locking member in a locked position.

FIG. 7 is a top front perspective view of the chock of the
embodiment of FIG. 4, and illustrating the inner tire engager
in a retracted position, the outer tire engager in a retracted
position, and the locking member in an unlocked position.

FIG. 8 is a side elevation view of the chock of the embodi-
ment of FIG. 4, and illustrating the inner tire engager in a
retracted position, the outer tire engager in a retracted posi-
tion, and the locking member in an unlocked position.

FIG. 9 is atop view of the chock of the embodiment of FIG.
4, and illustrating the inner tire engager in a retracted position,
the outer tire engager in a retracted position, and the locking
member in an unlocked position.

FIG. 10 is a top front perspective view of the chock of the
embodiment of FIG. 4, and illustrating the inner tire engager
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in an extended position, the outer tire engager in a retracted
position, and the locking member in an unlocked position.

FIG. 10A is a top front perspective view of the chock of the
embodiment of FIG. 4, and illustrating the inner tire engager
in an extended position, the outer tire engager in a retracted
position, and the locking member in a locked position engag-
ing the grating.

FIG. 11 is a side elevation view of the chock of the embodi-
ment of FIG. 4, and illustrating the inner tire engager in an
extended position, the outer tire engager in a retracted posi-
tion, and the locking member in an unlocked position.

FIG. 12 is a top view of the chock of the embodiment of
FIG. 4, and illustrating the inner tire engager in an extended
position, the outer tire engager in a retracted position and the
locking member in an unlocked position.

FIG. 13 is a front perspective of the chock of the embodi-
ment of FIG. 4, and illustrating the inner tire engager in an
extended position, the outer tire engager in an extended posi-
tion, and the locking member in a locked position engaging
the grating.

FIG. 14 is top rear perspective view of the chock of the
embodiment of FIG. 4, and illustrating the inner tire engager
in an extended position, the outer tire engager in an extended
position, and the locking member in a locked position engag-
ing the grating.

FIG. 15 is a side view of the chock of the embodiment of
FIG. 4, and illustrating the inner tire engager in an extended
position, the outer tire engager in an extended position, and
the locking member in a locked position engaging the grating.

FIG. 16 is a side view of the chock of the embodiment of
FIG. 4, and illustrating the inner tire engager in an extended
position, the outer tire engager in an extended position, the
inter-connection between the inner and outer tire engagers,
and the locking member in locked position engaging the
grating.

FIG. 17 is an enlarged fragmentary perspective view of the
chock of the embodiment of FIG. 4, and illustrating the inter-
connection between the inner and outer tire engagers.

FIG. 18 is a further enlarged fragmentary perspective view
of the inner and outer tire engagers of the chock of the
embodiment of FIG. 4, and illustrating the inter-connection
between the inner and outer tire engagers.

FIG. 19 is a top front perspective view of the chock of
another embodiment of the present invention, and illustrating
the inner tire engager in a retracted position, the outer tire
engager in a retracted position, and the locking member in an
unlocked position.

FIG. 20 is a top view of the chock of FIG. 19, and illustrat-
ing the inner tire engager in an extended position, the outer
tire engager in an extended position, and the locking member
in a locked position.

FIG. 21 is a bottom view of the chock of FIG. 19, and
illustrating the locking member in a locked position.

FIGS. 22 and 23 are enlarged fragmentary perspective
views of the alternative locking assembly ofthe chock of FIG.
19.

FIG. 24 is an enlarged fragmentary perspective view of the
alternative tire engaging assembly of the chock of FIG. 19.

FIGS. 25 and 26 are enlarged fragmentary side views of the
alternative tire engaging assembly of the chock of FIG. 19.

FIG. 27 is a top front perspective view of the chock of an
alternative embodiment of the present invention, and illus-
trating the inner tire engager in a retracted position, the outer
tire engager in a retracted position, and the locking member in
an unlocked position.

FIG. 28 is a side elevation view of the chock of the embodi-
ment of FIG. 27, and illustrating the inner tire engager in a
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retracted position, the outer tire engager in a retracted posi-
tion, and the locking member in an un-locked position.

FIG. 29 is a side elevation view of the chock of the embodi-
ment of FIG. 27, and illustrating the inner tire engager in a
retracted position, the outer tire engager in a retracted posi-
tion, and the locking member in a locked position.

FIG. 30 is a top front perspective view of the chock of the
embodiment of FIG. 27, and illustrating the inner tire engager
in an extended position, the outer tire engager in a retracted
position, and the locking member in an unlocked position.

FIG. 31 is a top front perspective view of the chock of the
embodiment of FIG. 27, and illustrating the inner tire engager
in an extended position, the outer tire engager in a retracted
position, and the locking member in a locked position.

FIG. 32 is a top rear perspective view of the chock of the
embodiment of FIG. 27, and illustrating the inner tire engager
in an extended position, the outer tire engager in a retracted
position, and the locking member in an unlocked position.

FIG. 33 is a top rear perspective view of the chock of the
embodiment of FIG. 27, and illustrating the inner tire engager
in an extended position, the outer tire engager in a retracted
position, and the locking member in a locked position.

FIG. 34 is a top rear perspective view of the chock of the
embodiment of FIG. 27, and illustrating the inner tire engager
in an extended position, the outer tire engager in an extended
position, and the locking member in an unlocked position.

FIG. 35 is a top rear perspective view of the chock of the
embodiment of FIG. 27, and illustrating the inner tire engager
in an extended position, the outer tire engager in an extended
position, and the locking member in a locked position.

FIG. 36 is a top view of the chock of the embodiment of
FIG. 27, and illustrating the inner tire engager in an extended
position, the outer tire engager in an extended position, and
the locking member in an unlocked position.

FIG. 37 is a top view of the chock of the embodiment of
FIG. 27, and illustrating the inner tire engager in an extended
position, the outer tire engager in an extended position, and
the locking member in a locked position.

FIG. 38 is abottom view of the chock of the embodiment of
FIG. 27, and illustrating the locking member in an unlocked
position.

FIG. 39 is abottom view of the chock of the embodiment of
FIG. 27, and illustrating the locking member in a locked
position.

FIG. 40 is a front view of the chock of the embodiment of
FIG. 27, and illustrating the inner tire engager in an extended
position and the outer tire engager in an extended position.

FIG. 41 is a rear view of the chock of the embodiment of
FIG. 27, and illustrating the inner tire engager in an extended
position, the outer tire engager in an extended position, and
the locking member in an unlocked position.

FIG. 42 is a rear view of the chock of the embodiment of
FIG. 27, and illustrating the inner tire engager in an extended
position, the outer tire engager in an extended position, and
the locking member in a locked position.

FIG. 43 is a perspective view of the chock of the embodi-
ment of FIG. 27 positioned in a vertically extending storage
pan mounted (as it would extend on the wall of an auto-rack
car), and illustrating one of the storage clasps of the storage
assembly of the chock engaging a storage bar in the storage
pan.
FIG. 44 is a side view of the chock of the embodiment of
FIG. 27 positioned in a horizontally extending storage pan
(prior to mounting on a wall of auto-rack railroad car), and
illustrating one of the storage clasps of the storage assembly
engaging a storage bar in the storage pan.
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FIG. 45 is an enlarged fragmentary side view of one of the
storage clasps of the chock of the embodiment of FIG. 27,
positioned in a storage pan, and engaging a storage bar in the
storage pan.

FIG. 46 is an enlarged fragmentary view of the storage
clasp of the chock of the embodiment of FIG. 27 positioned
on a grating, and illustrating that the storage clasp does not
engage any of the grating members and does not hold the
chock in place on the grating.

FIG. 47 is a top front perspective view of the chock of an
alternative embodiment of the present invention, and illus-
trating the inner tire engager in an extended position, the outer
tire engager in an extended position, and the locking member
in a unlocked position.

FIG. 47A is a fragmentary side view of a vehicle having a
chock of the present disclosure adjacent to the tire and oper-
ating in the safe zone.

FIG. 48 is a top view of the chock of the embodiment of
FIG. 47, and illustrating the inner tire engager in an extended
position, the outer tire engager in an extended position, the
locking member in a locked position, and the handle of the
locking assembly in a resting position.

FIG. 49 is a top view of the chock of the embodiment of
FIG. 47, and illustrating the inner tire engager in an extended
position, the outer tire engager in an extended position, the
locking pin in an unlocked position and the handle of the
locking assembly in an actuated position.

FIG. 50 is abottom view of the chock of the embodiment of
FIG. 47, wherein the outer tire engager is in an extended
position and the illustratory locking member in a locked
position.

FIG. 51 is an exploded perspective view of the chock of the
embodiment of FIG. 47.

FIG. 51A is an exploded perspective view of the locking
assembly of the chock of the embodiment of FIG. 47, and
showing the front boss broken away to illustrate the pivot pin
opening in the locking member.

FIG. 52 is an enlarged top front perspective view of the
body of the chock of the embodiment of FIG. 47.

FIG. 52A is an enlarged top rear perspective view of the
body of the chock of the embodiment of FIG. 47.

FIG. 53 is an enlarged front perspective view of the inner
tire engager of the chock of the embodiment of FIG. 47.

FIG. 54 is an enlarged front perspective view of the outer
tire engager of the chock of the embodiment of FIG. 47.

FIG. 55 is an enlarged front perspective view of the locking
assembly of the chock of the embodiment of FIG. 47.

FIG. 56 is an enlarged top view of the locking member of
the chock of the embodiment of FIG. 47, and illustrating the
locking pin in the locked position and the handle in the resting
position.

FIG. 56A is an enlarged perspective view of the handle of
the locking assembly of the chock of the embodiment of FI1G.
47.

FIG. 57 is an enlarged top view of the locking member of
the chock of the embodiment of FIG. 47, and illustrating the
locking pin in the unlocked position and the handle in the
actuated position.

FIG. 58 is an enlarged perspective view of a bracket for
holding a chock in a storage pan attached to a side wall of an
auto-rack railroad car.

FIG. 59 is a perspective view of a chock held in a storage
pan attached to a side wall of an auto-rack railroad car by the
bracket of FIG. 58.

FIG. 60 is a side view of a chock held in a storage pan
attached to a side wall of an auto-rack railroad car by the
bracket of FIG. 58.
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FIG. 61 is a perspective view of an alternative embodiment
of a pivot connection bracket for the chock.

FIG. 62 is a side view of the alternative embodiment of the
pivot connection bracket of FIG. 61.

FIG. 63 is a side perspective view of an alternative embodi-
ment of the handle of the locking assembly.

DETAILED DESCRIPTION

Referring now to the drawings and particularly to FIG. 1, a
typical auto-rack car 10 includes a frame 12 supported by
trucks 14, each of which have several wheels 16 which roll
along railroad tracks 18. The frame 12 supports two sidewalls
20 and a roof 22. The auto-rack car 10 includes a pair of
co-acting clamshell doors 24 and 26 mounted on each end of
the auto-rack car 10. The doors 24 and 26 are opened to
facilitate the loading and unloading of vehicles into and out of
the auto-rack car 10 and are closed during transport or storage
of the vehicles.

The sidewalls 20 include a series of steel vertical posts 28
which are mounted on, and extend upwardly from, the frame
12. The roof 22 is mounted on, and supported by, these ver-
tical posts. The vertical posts are evenly spaced along the
entire length of both sidewalls 20 of the auto-rack car 10. A
plurality of rectangular galvanized steel side wall panels 30
which extend horizontally and are vertically spaced apart are
mounted between each pair of vertical posts 28. These side
wall panels are supported at their corners by brackets (not
shown) that are suitably secured to the vertical posts. The
average side wall panel has a multiplicity of round sidewall
panel holes 23. These side wall panel holes 23 provide the
auto-rack car with natural light as well as proper ventilation.
Proper ventilation prevents harm from the toxic vehicle
fumes to the person or persons (i.e., loaders) loading or
unloading the vehicles into or out of the auto-rack car.

The auto-rack car may be a tri-level car having first, second
and third levels. Normally, eighteen passenger vehicles can
be transported in a tri-level auto-rack car, six on each level.
The auto-rack car can also have two levels for vehicles instead
of three. The bi-level auto-rack car has a lower level and an
upper level. The bi-level auto-rack car is generally used to
transport larger vehicles, such as vans, mini-vans, pickup
trucks, four-by-four and cross-over vehicles. The bi-level
auto-rack car can usually transport twelve of these vehicles,
six on each level. The auto-rack car may also be a single-level
car.

FIGS. 4 to 18 illustrate a first embodiment of the vehicle
wheel chock of the present invention which is generally indi-
cated by numeral 50. Each of the embodiments of the vehicle
wheel chocks disclosed herein are generally referred to herein
as the chock. The chock 50 is configured to be attachable to a
grating or wire grid such as wire grid 46 (see FIGS. 4A, 5A,
10A, 13,14, 15, and 16) which has parallel spaced-apart steel
wires 47 crossing and welded to parallel spaced-apart steel
wires 48. This grating or wire grid is described in more detail
in U.S. Pat. Nos. 5,312,213 and 5,302,063. The chock 50 is
configured to be positioned adjacent to a tire of a wheel of a
vehicle (not shown). The chock 50 may be attached at any
suitable location on the grating or wire grid, depending on the
location of the vehicle wheel.

The illustrated embodiment of the chock 50 includes: (a) a
body 52 having a front portion 54, a central portion 56, and a
rear portion 58; (b) a plurality of grate engagers or teeth 60
extending downwardly and forwardly from the front portion
54 for engaging the grating or wire grid 46; (c) a tire engaging
assembly at the front portion 54 for securely engaging the tire
of the vehicle; (d) a locking assembly 64 having a locking
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member 66 pivotally connected to the central portion 56 of the
body 52 and lockable at the rear portion 58 of the body 52 for
securely attaching the chock 50 to the grating or wire grid 46;
and (e) a plurality of grate engagers or teeth 68 extending
downwardly from the locking member 66 for engaging the
grating or wire grid 46 when the locking member 66 is in the
locked position. Generally, the tire engaging assembly at the
front portion 54 of the body 52 includes pivotable interacting
and interlocking inner and outer tire engagers 70 and 76,
respectively, configurable in multiple different positions to
respectively engage different size tires (not shown) of mul-
tiple different vehicles (not shown) without engaging the
different fenders, moldings, trim or bumpers (not shown) of
those vehicles as discussed in further detail below. In this
illustrated embodiment, the locking member 66 of the locking
assembly 64 is pivotally connected to the central portion 56 of
the body 52 and is moveable between: (a) an unlocked or
released position (shown in FIGS. 7, 8, 9, 10, 11, and 12)
which facilitates attachment and detachment of the chock 50
from the grating or wire grid 46; and (b) a locked position
(shown in FIGS. 410 6, 10A and 13 to 16) wherein the chock
50 is secured to the grating or wire grid 46. When the locking
member 66 is in the locked position, the plurality of grate
engagers or teeth 60 extending downwardly and forwardly
from the front portion 54 of the body 52 prevent the upward
and forward movement of the chock 50 relative to the grating
or wire grid 46, and the plurality of grate engagers or teeth 68
extending downwardly from the locking member 66 prevent
the rearward movement of the chock 50 relative to the grating
or wire grid 46.

More specifically, in the illustrated embodiment, the front
portion 54, the central portion 56, and rear portion 58 of the
body 52 are integrally formed. In one embodiment, the body
52 is molded of a liquid thermoset plastics material primarily
composed of a plural component liquid monomer mixture
which can be molded by a reaction injection molding (RIM)
process. An example of such a product is produced by Metton
America Corporation and sold under the trademark MET-
TON. The body can alternatively be made from other suitable
materials such as nylon, a glass filled nylon, a Dicyclopenta-
diene, an Acrylonitrile-butadine-styrene, or a polycarbonate.
It should further be appreciated that the body could be made
from any one or more suitable materials, including other
metals, plastics, ceramics and composite materials or combi-
nations thereof. It should also be appreciated that the body
illustrated in FIGS. 4 to 16, is in one configuration, but that the
body may be alternatively configured in accordance with the
present invention.

In the illustrated embodiment, part of the front portion 54
of'the body 52 functions as part of the tire engaging assembly
and is configured to mate with and co-act with the inner and
outer tire engagers 70 and 76 as described below. In various
embodiments, the front side of inner tire engager 70 and the
front side of the outer tire engager 76 are each configured to
mate with and co-act with the top and forward side of the front
portion 54 of the body 52 when the inner and outer tire
engagers 70 and 76 are in the retracted positions such that the
back side of inner tire engager 70 and the back side of outer
tire engager are positioned to engage the tire as best illustrated
in FIGS. 4, 4A, 5, 5A, 7, 8, and 9. The top side of the front
portion 54 of the body 52 and the front side of inner tire
engager 70 are also configured co-act when the inner tire
engager 70 is in the extended position such that the front side
of inner tire engager 70, the top side of the body 52, and the
back side of outer tire engager are positioned to engage the
tire as illustrated in FIGS. 10, 10A, 11 and 12. The top side of
the front portion 54 of the body 52, the front side of inner tire

10

15

20

25

30

35

40

45

50

55

60

65

12

engager 70, and the front side of the outer tire engager 76 are
also configured co-act when the inner tire engager 70 and the
outer tire engager 76 are both in the extended position such
that the front side of inner tire engager 70, the front side of the
outer tire engager 76, and the top side of the body 52 are
positioned to engage the tire as illustrated in FIGS. 13, 14, 15,
16, and 17.

In the illustrated embodiment, the inner tire engager 70
includes a body 80 and two spaced apart arms 82 and 84
connected to and extending from the body 80 (see FIGS. 4,
4A,7,and 9). The arms 82 and 84 have hands or pivot ends 86
and 88. The outer tire engager 76 includes a body 90 and two
spaced apart arms 92 and 94 connected to and extending from
the body 90 (see FIGS. 4,4A, 7, and 9). The arms 92 and 94
have hands or pivot ends 96 and 98. The arms 92 and 94 and
the body 90 of the outer tire engager 76 define a central open
area sized and shaped to receive the inner tire engager 70 as
best seen in FIGS. 10, 10A, and 12. In other words, when the
inner tire engager 70 and the other tire engager 76 are both in
either the retracted position or the extended position, they
co-act to form a wall for engaging the tire. In one embodi-
ment, the inner and outer tire engagers are both molded from
a liquid thermoset plastics material primarily composed of a
plural component liquid monomer mixture which can be
molded by a reaction injection molding (RIM) process. An
example of such a product is produced by Metton America
Corporation and sold under the trademark METTON. The tire
engagers can alternatively be made from a nylon, a glass filled
nylon, a Dicyclopentadiene, an Acrylonitrile-butadine-sty-
rene, or a polycarbonate. It should further be appreciated that
the tire engagers could be made from any one or more suitable
materials, including other metals, plastics, ceramics and com-
posite materials or combinations thereof. It should also be
appreciated that the shape and size of the inner and outer tire
engagers may vary in accordance with the present invention.

The tire engagers 70 and 76 co-act with the front portion 54
of the body 52 to form the tire engaging assembly. More
specifically, as best seen in FIGS.4,4A,7,9,10A, and 13, the
front portion 54 of the body 52 includes: (a) upwardly extend-
ing tire engager supports 102, 104, and 106 which are con-
figured to pivotally support the inner and outer tire engagers
70 and 76; (b) semi-cylindrical pivot areas 101 and 107 (see
FIG. 4A) extending respectively inwardly from the outer
sides of the body 52 to the tire engager support 102 and 106
and configured to receive pivot ends 96 and 98 (see FIG. 4A)
of the outer tire engager 70; (c¢) semi-cylindrical pivot areas
103 and 105 (see FIG. 4A) extending respectively between
tire engager supports 102, 104, and 106 and configured to
receive the pivot ends 86 and 88 (see FIGS. 4A and 13) of the
inner tire engager 70; (d) laterally spaced apart upwardly
extending reinforcing ribs or supports 112, 114, 116, 118,
120, 122, and 124 (see FIG. 13) which are configured to
support the inner and outer tire engagers 70 and 76 when they
are in the retracted positions; and (e) laterally spaced-apart
tire engager receipt areas or recesses 113,115, 117,119, 121,
and 123 (see FIG. 13) configured to receive the inner and
outer tire engagers 70 and 76 when they are in the retracted
positions.

As also seen in FIG. 13, the front side of the inner tire
engager 70 includes laterally spaced apart outwardly extend-
ing reinforcing ribs or supports 132, 134, 136, and 138 con-
figured to be received in the spaced-apart tire engager receipt
areas or recesses 115, 117, 119, and 121 when the inner tire
engager 70 is in the retracted position as shown in FIGS. 4,
4A, 5, 5A, 6, 7, 8, and 9. The inner tire engager 70 also
includes laterally spaced-apart body receipt areas or recesses
131,133,135, 137, and 139 configured to the receive laterally
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spaced-apart upwardly extending reinforcing ribs or supports
114,116,118, 120, and 122 of the body 52 when the inner tire
engager 70 is in the retracted position.

As further seen in FIG. 13, the front side of the outer tire
engager 76 includes laterally spaced-apart downwardly
extending reinforcing ribs or supports 142, 144, 146, 148,
150, and 152 configured to be received in the spaced-apart tire
engager receipt areas or recesses 113,115, 117,119, 121, and
123 when the outer tire engager 76 is in the retracted position.
The outer tire engager 76 includes laterally spaced-apart body
receipt areas orrecesses 141,143,145, 147,149,151, and 153
configured to receive laterally spaced-apart upwardly extend-
ing reinforcing ribs or supports 112,114,116, 118, 120, 122,
and 124 of the body 52 when the outer tire engager 76 is in the
retracted position.

In the illustrated embodiment, the outer tire engager 76
also includes a lip 99 for providing additional structural sup-
port of the outer tire engager 76. When the outer tire engager
76 is in the retracted position, the lip 99 extends downwardly
and toward the body 52. When the outer tire engager 76 is in
the extended position, the lip 99 extends outwardly toward the
tire.

The inner tire engager 70 and the outer tire engager 76 are
each pivotally attached to the body 52 by a suitable first pivot
member such as a first bolt and nut assembly (not shown in
relation to the embodiment). Specifically, the pivot member
extends through pivot ends 96 and 98 of the outer tire engager
76, pivot ends 86 and 88 of the inner tire engager, tire engager
supports 102, 104, and 106 of the body 52 to enable the inner
and outer tire engagers 70 and 76 to independently pivot
relative to the body 52, and pivot connection bars or brackets
250 and 252. In the illustrated embodiment, pivot connection
bars or brackets 250 and 252 are employed to provide addi-
tional structural integrity. Pivot connection bar or bracket 250
also functions as a handle to enable a loader to easily carry
and manipulate the chock 50. These pivot connection bars or
brackets 250 and 252 are also configured to facilitate the
replacement of the inner and outer tire engagers 70 and 76 in
the event such tire engagers break. It should be appreciated
that such inner and outer tire engagers are configured in
certain embodiments to break upon a designed amount of
pressure placed on such tire engagers by a tire as further
explained below.

In various embodiments, the inner and outer tire engagers
70 and 76 are coupled, interconnected or interlocking. In one
such embodiment which is generally illustrated in FIGS. 10,
11,12, and 13, and best illustrated in FIGS. 16,17, and 18, the
reinforcing ribs or supports 132, 134, 136, and 138 of the
inner tire engager 70 respectively include indentations, slots
or steps 162, 164, 166, and 168 configured to respectively
receive connecting protrusions, pins or steps 172, 174, 176,
and 178 extending from the reinforcing ribs or supports 144,
146, 148, and 150 of the outer tire engager 76. This configu-
ration enables the inner and outer tire engagers 70 and 76 to
co-act such that when the inner and outer tire engagers 70 and
76 are in the retracted position and the outer tire engager 76 is
moved from the retracted position to the extended position,
the outer tire engager 76 causes the inner tire engager 70 to
also move from the retracted position to the extended posi-
tion. This enables a loader to easily move both the inner and
outer tire engagers 70 and 76 to their respective extended
positions. If the loader desires to just move the inner tire
engager 70 to its extended position (and to have the outer tire
engager 76 in the retracted position), after this rotation of both
tire engagers, the outer tire engager 76 can be disengaged or
decoupled from the inner tire engager 70 and rotated back to
its retracted position, leaving the inner tire engager 70 in its
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extended position as illustrated in FIGS. 10, 10A, 11, and 12.
This construction also facilitates a continuous surface for
engagement with the tire when the tire engagers are in either
the extended or retracted positions. It should be appreciated
that the size and shape of the steps 162,164, 166, and 168 and
the steps 172, 174, 176, and 178 can be varied in accordance
with the present disclosure. It should also be appreciated that
this configuration provides part of the interacting or inter-
locking function of the inner and outer tire engagers. These
steps and the interaction between these steps are further illus-
trated in FIGS. 17 and 18.

It should thus be appreciated that various embodiments of
the tire engaging assembly has three configurations. Each
configuration of the tire-engaging assembly is formed in a
suitable manner for engagement with the treaded surface of
the vehicle tire which keeps the profile close to the tire and
away from the fenders, body panels and trim of the vehicle.

In one alternative embodiment which is not illustrated, one
or more of the front and back sides of the inner tire engager,
the front and back sides of the outer tire engager, and the top
side of the front portion of the body include one or both of
longitudinally extending ridges and notches (not shown).
These longitudinally extending ridges and notches provide
for better engagement with or gripping the tire. In one
embodiment, corresponding longitudinally extending ridges
and notches are configured in the front sides of the tire engag-
ers and the front portion of the body such that the ridges and
notches mate when the tire engagers are in the retracted
positions.

In one embodiment, the chock 50 includes a paddle 180
attached to the central portion 56 of the body 52 to prevent
lateral movement of the tire. In the illustrated embodiment,
the paddle 180 is attached to the body 52 by the first pivot
member such as a bolt and nut assembly (not shown in FIGS.
4 to 45) and by a second pivot member such as a bolt and nut
assembly (not shown in FIGS. 4 to 45), but shown in relation
to the embodiments of FIGS. 47 to 57 as discussed below. The
paddle 180 includes a forward tire engaging portion 182
configured to engage the side of the tire and a rear stabilizing
portion 184 integrally connected to the connection bar or
bracket 252 for stability. When the tire exerts pressure on the
forward tire engaging portion 182 of the paddle 180, the
connection bar 252 coacts with the body 52 and serves to
stabilize the paddle 180. It should be appreciated that the
paddle 180 does not move with the tire engagers and is con-
figured to engage the side of the tire at a relatively low posi-
tion regardless of the position of the tire engagers.

The central section 56 of the body 52 also serves to support
the inner and outer tire engagers 70 and 76 when each of them
are in the extended position. More specifically, when the inner
tire engager 70 is in the extended position, it rests against the
support section 190 of the central portion 56 of the body 52.
Likewise, when the outer tire engager 76 is in the extended
position, it rests against the support section 190 of the central
portion 56.

It should be appreciated that the chock and specifically one
or both of the tire engagers of the tire engaging assembly are
constructed to break when too much force is applied respec-
tively against the inner and/or outer tire engagers. This con-
struction prevents damage to the suspension of the vehicle
which is difficult to detect. More specifically, in severe impact
situations, if the chock (or a portion of the chock) does not
break upon impact by the tire, the impact can be absorbed by
one or more of the components of the suspension system of
the vehicle, which can cause damage to those components.
Such damage cannot be easily detected from outside manual
inspection of the vehicle. In such cases, where the detection
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does not occur, the vehicle can be sold in a damaged state and
can lead to later problems with the purchasers. Thus, in severe
impact situations, vehicle manufacturers desire the chock to
give or break, which may cause damage to the exterior com-
ponents of the vehicle (i.e., bumpers, fenders, etc.). In such
situations, such damage can be readily detected and the
vehicles can be fixed prior to sale of the vehicle. Additionally,
when an unloader sees damaged chocks, the unloader will
know that the vehicle must be carefully inspected for damage.
If there is any damage, the costs for the related repairs of the
vehicles can be borne by the appropriate party according to
the transportation agreements. The construction disclosed
herein of the chock also facilitates easy and cost efficient
reconstruction of such broken chocks.

Turning now to the locking assembly 64, the central por-
tion 56 and the rear portion 58 of the body 52 are configured
support the locking assembly 64. More specifically, the rear
portion 58 of the body 52 includes spaced-apart side walls
202 and 204 and a rear wall or base 206 interconnecting and
extending between the side walls or bases 202 and 204. The
side walls or bases 202 and 204 are connected to the central
portion 56 of the body 52 and extend rearwardly from the
central portion. The central portion 56 and the side walls 202
and 204 and rear wall or base 206 of the rear portion 58 of the
body 52 define a locking member receiving area 210 (see
FIGS. 6, 9, and 12) in which the locking member 66 of the
locking assembly 64 is movably positioned.

The locking member 66 is generally rectangular and sized
and configured to be positioned in the locking member receiv-
ing area 210. In one embodiment, the locking member is
molded of a liquid thermoset plastics material primarily com-
posed of a plural component liquid monomer mixture which
can be molded by areaction injection molding (RIM) process.
An example of such a product is produced by Metton America
Corporation and sold under the trademark METTON. The
locking member can alternatively be made from a nylon, a
glass filled nylon, a Dicyclopentadiene, an Acrylonitrile-
butadine-styrene, or a polycarbonate. It should further be
appreciated that the locking member could be made from any
one or more suitable materials, including other metals, plas-
tics, ceramics and composite materials or combinations
thereof. It should also be appreciated that the locking member
illustrated in FIGS. 4 to 16, show one configuration of the
locking member, but that the locking member may be alter-
natively configured in accordance with the present invention.

More specifically, the locking member 66 is pivotally con-
nected to the central portion 56 of the body 52 by a second
pivot member (not shown) such as a second bolt and nut
assembly. The central portion 56 of the body 52 includes two
recess areas 56a and 565 (see FIG. 6) configured to facilitate
pivotal attachment of the locking member 66 to the body 52.
These recess areas 56a and 565 are configured to receive pivot
connection members or brackets 250 and 252, respectively.
The second pivot member extends through the body 52, the
front end of the locking member 66, and the connection bars
or brackets 250 and 252 respectively disposed in recess areas
56a and 565. It should be appreciated that if part of the tire
engaging assembly or locking assembly breaks, the chock can
be reconstructed by replacing the broken components in the
field such as by unfastening the two pivot members (such as
the bolts and nuts), replacing the broken components and
refastening the pivot members.

The locking member 66 includes front and rear upwardly
projecting bosses 212 and 214 configured to receive and
support a locking pin 220 for axial movement. The locking
pin 220 is positioned in the bosses 212 and 214 and a com-
pression spring 222 is journaled about the locking pin 220
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between the bosses 212 and 214. The compression spring 222
biases the locking pin 220 rearwardly to its normal or resting
position. The free end 221 of the locking pin 220 extends
rearwardly from boss 212 and is configured to be received in
a locking notch 224 in locking bar 226. Locking bar 226
extends upwardly from the rear wall or base 206 of the rear
portion 58 of the body 52. The locking bar 226 includes a
sloped front biasing wall 228 as best seen in FIGS. 8 and 11.
When the locking member 66 is pivoted downwardly from the
unlocked position, toward the locked position, the free end
221 of the locking pin 220 engages the sloped front wall 228
of'the locking bar 226 which causes the locking pin 220 to be
biased against the compression spring 222 journaled about
the locking pin 220. When the free end 221 of the locking pin
220 reaches the locking notch 224, the compression spring
222 causes the locking pin 220 to move into the locking notch
224 and thus secure the locking member 66 in the locked
position.

The locking assembly 64 also includes a handle 230
secured to the locking pin 220 for moving the locking pin 220
axially against the compression spring 220 to facilitate the
unlocking of the locking member 66. In this illustrated
embodiment, the handle 230 includes a foot peddle 232
attached by an arm 234 which is attached to the locking pin
220. The foot peddle 232 is sized and configured to enable a
loader to lock and unlock the locking member 66 of the
locking assembly 64. In an alternative embodiment, the
handle has two foot peddles (not shown) extending from
opposite sides of the locking member.

In operation, to disengage the locking pin 220 from the
locking notch 224, the loader applies a force against the rear
side of the foot peddle 232 which causes a transverse force
against the compression spring 222, and then moves or rotates
the locking member 66 upwardly to the unlocked position. To
engage the locking pin 220 into the locking notch 224, the
loader applies a force against the top front side of the foot
peddle 232 which causes the locking member 66 to move
downwardly such that the locking pin 220 engages the lock-
ing bar 226 until it reaches the locking notch 224.

As discussed above, the chock 50 includes a plurality of
downwardly projecting grate engagers or teeth 60 which
extend downwardly from the front section 54 of the body 52
and are arranged in four grate engagers or parallel spaced
rows each having four teeth. Each grate engager or tooth 60
has a curved or rounded surface which faces downwardly and
forwardly. The curved surfaces permit pivoting of the body 52
between an upper inclined released position and a downward
horizontal locked position where the grate engagers or teeth
project between the parallel spaced wires and engage the
wires of the grating or wire grid. The grate engagers or teeth
60 are formed in body 52 during the molding process. The
grate engagers or teeth 60 are arranged in a plurality of later-
ally spaced apart rows with each row having a plurality of
teeth (e.g., four in the illustrated embodiment). In one
embodiment, the grate engagers or teeth 60 are made from a
suitable metal. It should be appreciated that the grate engag-
ers or teeth can be made from any suitably strong material. It
should also be appreciated that the number of grate engagers
can vary.

The locking member 66 of the chock 50 also has a plurality
of downwardly projecting grate engagers or teeth 68 having
rounded front corner surfaces for entering and engaging the
grating or wire grid. The grate engagers or teeth 68 are
arranged in a plurality of laterally spaced-apart rows with
each row having a plurality of teeth (e.g., four in the illus-
trated embodiment). In one embodiment, the grate engagers
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or teeth 68 are made from a suitable metal. It should be
appreciated that the grate engagers or teeth can be made from
any suitably strong material.

The chock 50 is used by positioning the chock 50 on the
grating or wire grid 46 adjacent a tire and then hooking the
grate engagers or teeth 60 onto the cross wires while the
locking member 66 is in the unlocked position. When the
locking member 66 is pivoted to its locked position, the teeth
68 on the locking member 66 enter into and engage the
grating or wire grid 46 to secure the chock 50 so that it cannot
shift rearwardly to release the grate engagers or teeth from the
cross wires.

It should be appreciated that this illustrated embodiment of
the chock of the present invention provides an advantage over
the device described in U.S. Pat. No. 6,851,523, such as by
pivoting the locking member 66 at the central portion 56 of
the body 52 and locking at the rear portion of the body. This
enables the loader to use his/her foot to lock and unlock the
chock. This configuration enables the loader to kick the kick
plate toward the tire instead of toward the body panel which
prevents damage or chipping of the body panel. More spe-
cifically, if the loader is missing the foot peddle or kick plate
with his/her foot, the loader will contact the tire with their foot
instead of a body panel of the vehicle.

In various alternative embodiments of the present inven-
tion such as those described below, the locking member 66 is
pivotally attached to the rear portion 58 of the body 52 and
pivots forward to be lockable at the central portion 56 of the
body 52. Various such alternative embodiments are discussed
below and illustrated in FIGS. 27 to 57.

An alternative embodiment illustrated of the chock is illus-
trated in FIGS. 19 to 26, where the chock is indicated by
numeral 350. This alternative embodiment includes an alter-
native locking assembly, an alternative tire engaging assem-
bly, and an alternative method of attaching the grate engagers
or teeth to the body and locking member.

More specifically, FIGS. 19, 20, 22, and 23 illustrate an
alternative locking assembly of the chock. This alternative
locking assembly includes a slip ring, clip or retainer 400
attached to and positioned around the locking pin 220
between boss 214 and arm 234 for maintaining the locking
pin and limiting movement of the locking pin 220 to the
desired movement. It should be appreciated that other alter-
native configurations or modifications of the locking assem-
bly can be made in accordance with the present invention.

FIGS. 19, 24, 25, and 26 also illustrate an alternative tire
engaging assembly. This alternative tire engaging assembly
includes tire engager securing or locking tongues or members
410 and 416 respectively attached to the pivot members 496
and 498 of the outer tire engager 476. This alternative tire
engaging assembly also includes tire engager securing or
locking tongues or members 412 and 414 respectively
attached to the pivot members 486 and 488 of the inner tire
engager 470. The tire engager securing or locking tongues or
members 410, 412, 414, and 416 are configured to be received
in respective tire engaging securing or locking slots 420, 422,
424 (see FIGS. 24, 25 and 26), and 428 (not shown) in the top
side of the front portion 454 of the body 452, and particularly
in the bottom of the pivot recess areas. As further illustrated in
FIG. 24, the pivot members 486, 488, 496 and 498 respec-
tively define oval pivot member adjustment slots 430 (not
shown), 432, 434, and 436 which enable each of the inner and
outer tire engagers to be moved to a first extended position
where their securing or locking tongues members are not
positioned in the respective securing or locking slots as gen-
erally illustrated in FIG. 25, and then into a second extended
position where their securing members are positioned in the
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respective securing or locking slots as generally illustrated in
FIG. 26. The tire engager securing or locking tongues or
members are received in the respective tire engaging securing
or locking slots to prevent undesired rotation or pivoting of
the respective inner and outer tire engagers after they have
been positioned in the extended positions by a loader. It
should thus be appreciated that alternative configurations of
the tire engaging assembly may be employed in accordance
with the present invention.

FIGS. 20 and 21 illustrate an alternative method of attach-
ing the grate engagers or teeth to the body and the locking
member. More specifically, in the above described embodi-
ments, the grate engagers or teeth 60 and 68 are respectively
molded into the body 452 and the locking member 466. In this
alternative embodiment, the grate engagers or teeth 460 and
468 are respectively attached to mounting plates 510, 512,
514, and 516 which are secured by suitable fasteners 520,
522,524, and 526 (such as bolts and nuts) to the body 452 and
the locking member 466. It should be appreciated that the
fasteners extend through openings formed in the body 452
and the locking member 466. It should also be appreciated
that any suitable configuration for the mounting plates may be
employed. It should further be appreciated that additional
and/or alternative fasteners may be employed.

It should further be appreciated that the present invention
includes a method of securing a vehicle in an auto-rack rail-
road car which includes, for each tire of a vehicle, positioning
the inner and outer tire engagers of a chock in the appropriate
retracted or extended positions for the tire, placing the chock
adjacent to the tire on the grating or wire grid, and locking the
locking member.

It should be appreciated that, when not in use, the chocks
can be stored in a suitable storage box such as the kind
described in U.S. Pat. No. 7,150,592.

It should also be appreciated that, when not in use, the
chocks can be stored in a suitable vertically extending storage
pan having a cross bar and attached to the side wall of the
auto-rack railroad car. Such storage pans are currently in
auto-rack railroad cars for storage of the existing chocks. One
alternative embodiment of the present invention shown in
FIGS. 27 to 46 is specifically configured to be positioned in
such a storage pan and includes a plurality of storage clasps
configured to engage the cross bar as further discussed below.
A further alternative embodiment of the present invention
shown in FIGS. 47 to 57 is also specifically configured to be
positioned in such a storage pan with the use of a storage pan
bracket illustrated in FIGS. 58 to 60 as further discussed
below.

More specifically and referring now to FIGS. 27 to 42, this
embodiment of the vehicle wheel chock is generally indicated
by numeral 650. The illustrated embodiment of the chock 650
includes: (a) a body 652 having a front portion 654, a central
portion 656 and a rear portion 658; (b) a plurality of grate
engagers or teeth 660 extending downwardly and forwardly
from the front portion 654 for engaging the grating or wire
grid; and (c) a tire engaging assembly at the front portion 654
for securely engaging the tire of the vehicle. Similar to the
above embodiments, the tire engaging assembly includes piv-
otable inner and outer tire engagers 670 and 676, respectively,
configurable in multiple different positions to respectively
engage different size tires (not shown) of multiple different
vehicles (not shown) without engaging the different fenders,
moldings, trim or bumpers (not shown) of those vehicles as
discussed in further detail below. As with the above embodi-
ments, the inner tire engager 670 and the outer tire engager
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676 are each pivotally attached to the body 652 by a suitable
first pivot member such as a first bolt and nut assembly (not
shown).

This illustrated embodiment of the chock 650 also
includes: (a) a locking assembly 664 having a locking mem-
ber 666 pivotally connected to the rear portion 658 of the body
652 and lockable at the central portion 656 ofthe body 652 for
securely attaching the chock 650 to the grating or wire grid;
and (b) a plurality of grate engagers or teeth 668 extending
downwardly from the locking member 666 for engaging the
grating or wire grid when the locking member 666 is in the
locked position. The locking member 666 is moveable
between: (a) an unlocked or released position (shown in
FIGS. 27, 28, 30, 32, 34, 36, 38, and 41) which facilitates
attachment and detachment of the chock 650 from the grating
orwire grid; and (b) a locked position (shown in FIGS. 29, 31,
33,35,37, 39, and 42) wherein the chock 650 is secured to the
grating or wire grid. When the locking member 666 is in the
locked position, the plurality of grate engagers or teeth 660
extending downwardly and forwardly from the front portion
654 of the body 652 prevent the upward and forward move-
ment of the chock 650 relative to the grating or wire grid, and
the plurality of grate engagers or teeth 668 extending down-
wardly from the locking member 666 prevent the rearward
movement of the chock 650 relative to the grating or wire
grid.

This illustrated embodiment of the chock 650 further
includes a storage assembly having storage clasps 810 and
813 suitably attached to each side of the rear portion 658 of
the body 652. As further discussed below, these storage clasps
function to hold the chock in a vertically extending storage
pan (see FIGS. 43, 44 and 45) and do not function to hold the
chock 650 to the grating or wire grid (see FIG. 4B).

Turning now more specifically to the locking assembly
664, the central portion 656 and the rear portion 658 of the
body 652 are configured support the locking assembly 664.
More specifically, the rear portion 658 of the body 652
includes spaced-apart side walls 702 and 704 and a rear wall
or base 706 interconnecting and extending between the side
walls or bases 702 and 704. The side walls or bases 702 and
704 are connected to the central portion 656 of the body 652
and extend rearwardly from the central portion. The central
portion 656 and the side walls 702 and 704 and rear wall or
base 706 of the rear portion 658 of the body 652 define a
locking member receiving area 710 (see FIGS. 36, 37, 38, 39)
in which the locking member 666 of the locking assembly 664
is movably positioned. The illustrated locking member 666 is
generally rectangular and sized and configured to be posi-
tioned in the locking member receiving area 710.

More specifically, the locking member 666 is pivotally
connected to the rear portion 656 of the body 652 by a second
pivot member (not shown). The rear portion 656 of the body
652 facilitates pivotal attachment of the locking member 666
to the body 652 by the second pivot member. The second pivot
member extends through the body 652 and the rear end of the
locking member 666.

The locking member 666 includes front and rear upwardly
projecting bosses 812 and 814 configured to receive and
support a locking pin 820 for axial movement. The locking
pin 820 is positioned in the bosses 812 and 814 and a com-
pression spring (not shown) is journaled about the locking pin
820 between the bosses 812 and 814. The compression spring
biases the locking pin 220 forwardly to its normal or resting
position. The free end of the locking pin 820 extends for-
wardly from boss 812 and is configured to be received in a
locking notch 724 in locking bar 726. Locking bar 726
extends upwardly from the central portion 656 of the body
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652. The locking bar 726 includes a rearwardly facing biasing
wall. The biasing wall is illustrated with a minor angle; how-
ever, it should be appreciated that the biasing wall may have
a larger angle. When the locking member 666 is pivoted
downwardly from the unlocked position, toward the locked
position, the free end of the locking pin 820 engages the
biasing wall of the locking bar 726 which causes the locking
pin 820 to be biased against the compression spring. When the
free end of the locking pin 820 reaches the locking notch 724,
the compression spring causes the locking pin 820 to move
into the locking notch 724 and thus secure the locking mem-
ber 666 in the locked position.

The locking assembly 664 includes a handle 830 secured to
the locking pin 820 for moving the locking pin 820 axially to
facilitate the unlocking of the locking member 666. The
handle 830 has a gripping member 832 at its rear end to enable
a loader to easily operate the locking assembly 664. In the
illustrated embodiment, the handle 830 is directly attached to
the locking pin 820. The handle 830 is sized and configured to
enable a loader to lock and unlock the locking member 666 of
the locking assembly 664. In operation, to disengage the
locking pin 820 from the locking notch 824, the loader pulls
on the rear side of the handle 830 (against the force of the
compression spring to disengage the locking pin from the
locking notch) and then moves or rotates the locking member
666 upwardly to the unlocked position. This locking assem-
bly 664 includes a slip ring, clip or retainer 800 attached to
and positioned around the locking pin 820 between boss 812
and the handle 830 for maintaining the locking pin 820 and
limiting movement of the locking pin 820 to the desired
movement. It should be appreciated that other alternative
configurations or modifications of the locking assembly can
be made in accordance with the present invention.

Similar to the above embodiments, the chock 650 includes
a plurality of downwardly projecting grate engagers or teeth
660 which extend downwardly from the front section 654 of
the body 652 and are arranged in four parallel spaced rows
each having four teeth. Each grate engager or tooth 660 has a
curved or rounded surface which faces downwardly and for-
wardly. The curved surfaces permit pivoting of the body 652
between an upper inclined released position and a downward
horizontal locked position where the grate engagers or teeth
project between the parallel spaced wires and engage the
wires of the grating or wire grid. In one embodiment, the grate
engagers or teeth 660 are made from a suitable metal. It
should be appreciated that the grate engagers or teeth can be
made from any suitably strong material. It should also be
appreciated that the number of grate engagers can be varied in
accordance with the present disclosure. It should further be
appreciated that the components of the chock 650 are respec-
tively made from the same materials as described above, but
could alternatively be made from other suitable materials.
Similar to the above embodiments, the locking member 666
of'the chock 650 also has a plurality of downwardly project-
ing grate engagers or teeth 668 having rounded front corner
surfaces for entering and engaging the grating or wire grid.
The grate engagers or teeth 668 are arranged in a plurality of
laterally spaced-apart rows with each row having a plurality
of teeth (e.g., four in the illustrated embodiment). In one
embodiment, the grate engagers or teeth 668 are made from a
suitable metal. It should be appreciated that the grate engag-
ers or teeth can be made from any suitably strong material.

The chock 650 is used by positioning the chock 650 on the
grating or wire grid adjacent a tire and then hooking the grate
engagers or teeth 660 onto the cross wires while the locking
member 666 is in the unlocked position. When the locking
member 666 is pivoted to its locked position, the teeth 668 on
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the locking member 666 enter into and engage the grating or
wire grid to secure the chock 650 so that it cannot shift
rearwardly to release the grate engagers or teeth from the
cross wires.

As mentioned above, this embodiment of the chock 650
has a storage assembly including a plurality of storage clasps
810 and 813 suitably attached to the rear portion 658 of the
body 652. More specifically, the rear portion 658 of the body
652 includes a plurality of storage clasp pockets 809 and 811
respectively configured to receive and maintain the storage
clasps 810 and 813. While the storage clasp pockets 809 and
811 and the upper mounting portions of the storage clasps 810
and 813 are rectangular, they can alternatively be any suitable
shape. The storage clasps are preferably made of a suitable
steel, but could be made from any other suitable material. The
storage clasps are respectively suitably attached to the body in
the pockets.

Turning now to FIGS. 43, 44, and 45, the chock 650 is
positioned in a vertically positioned storage pan (which
although not shown, is suitably attached to the inside wall and
the side walls of the auto-rack car). The lower clasping por-
tion of the storage clasp 810 of the storage assembly of the
chock 650 is engaging the storage cross bar 902 in the storage
pan 900. When the chock is not in use, this configuration and
placement in the storage pan prevents unwanted movement of
the chock and thus damage to the chock and vehicles in the
auto-rack railroad car. This embodiment is thus configured to
utilize the current storage pans in auto-rack railroad cars.

Turning now to FIG. 46, the chock 650 is shown positioned
on a grating 46. The lower clasping portion of the storage
clasp 810 is not intended to engage the grating members to
hold the chock in place on the grating. The lower clasping
portion is spaced from the grating members. It should be
appreciated that the lower clasping portion can be further
positioned or moved more toward the rear of the body 652 so
as to not interfere with the grate engagers or teeth 668 of the
locking assembly.

It should be appreciated that the chock illustrated in FIGS.
27 to 46 of the present invention provides advantages over the
device described in U.S. Pat. No. 6,851,523, such as by pro-
viding an alternative locking assembly and by providing the
storage clasps. This enables the loader to easily lock and
unlock the chock and enables the storage of the chock in the
storage pan.

Referring now to FIGS. 47 to 57, a further embodiment of
the chock of the present invention is illustrated. The chock of
this embodiment is generally indicated by numeral 1050. This
illustrated embodiment of the chock 1050 includes: (a) abody
1052 having a front portion 1054, a central portion 1056, and
a rear portion 1058; (b) a plurality of grate engagers or teeth
1060 extending downwardly and forwardly from the front
portion 1054; (c) a tire engaging assembly at the front portion
1054; (d) a locking assembly 1064 having a locking member
1066 pivotally connected to the rear portion 1058 of the body
1052 and lockable at the central portion 1056 of the body
1052; and (e) a plurality of grate engagers or teeth 1068
extending downwardly from the locking member 1066. Gen-
erally, the tire engaging assembly at the front portion 1054 of
the body 1052 includes pivotable interacting and interlocking
inner and outer tire engagers 1070 and 1076, respectively,
configurable in multiple different positions to respectively
engage different size tires of multiple different vehicles with-
out engaging the different fenders, moldings, trim or bumpers
of'those vehicles. Generally, the locking member 1066 of the
locking assembly 1064 is pivotally connected to the rear
portion 1058 of the body 1052 and is moveable between: (a)
an unlocked or released position which facilitates attachment
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and detachment of the chock 1050 from the grating or wire
grid; and (b) a locked position wherein the chock 1050 is
secured to the grating or wire grid. When the locking member
1066 is in the locked position, the plurality of grate engagers
or teeth 1060 extending downwardly and forwardly from the
front portion 1054 of the body 1052 prevent the upward and
forward movement of the chock 1050 relative to the grating or
wire grid, and the plurality of grate engagers or teeth 1068
extending downwardly from the locking member 1066 pre-
vent the rearward movement of the chock 1050 relative to the
grating or wire grid.

It should be appreciated that the chock 1050 is configured
to operate completely in one of the safe zones adjacent to the
tire (as generally illustrated in FIG. 3B) for almost all cur-
rently commercially sold vehicles in North America. The
present disclosure thus provides a universal chock for these
vehicles. This chock enables vehicle manufacturers to con-
tinue to ship new vehicles in auto-rack railroad cars on the
existing gratings. More specifically, the tire engagers of the
chock are configured to remain in the safe zone regardless of
the positions of the tire engagers as generally illustrated in
FIG. 47A which shows chock 1050 in safe zone 41a.

It should also be appreciated that because the chock of the
present disclosure operates in the safe zone, the vehicle
manufacturers can install air dams on the vehicles at the
factory instead of having the dealers install the air dams at the
dealership. This substantially saves on overall manufacturing
cost and the transportation costs for the air dams.

More specifically, in this illustrated embodiment, the front
portion 1054, the central portion 1056, and rear portion 1058
of'the body 1052 are integrally formed. In one embodiment,
the body 1052 is molded of a liquid thermoset plastics mate-
rial primarily composed of a plural component liquid mono-
mer mixture which can be molded by a reaction injection
molding (RIM) process. The body can alternatively be made
from other suitable materials such as nylon, a glass filled
nylon, a Dicyclopentadiene, an Acrylonitrile-butadine-sty-
rene, or a polycarbonate. It should further be appreciated that
the body could be made from any one or more suitable mate-
rials, including other metals, plastics, ceramics and compos-
ite materials or combinations thereof. It should also be appre-
ciated that the body illustrated in FIGS. 47 to 52, may be
alternatively configured in accordance with the present inven-
tion. It should also be appreciated that the body may be
formed in multiple sections which are suitably attached.

In this illustrated embodiment, part of the front portion
1054 of the body 1052 functions as part of the tire engaging
assembly and is configured to mate with and co-act with the
inner and outer tire engagers 1070 and 1076. The front side of
inner tire engager 1070 and the front side of the outer tire
engager 1076 are each configured to mate with and co-act
with the top and forward side of the front portion 1054 of the
body 1052 when the inner and outer tire engagers 1070 and
1076 are respectively in the retracted positions such that the
back side of inner tire engager 1070 and the back side of outer
tire engager are positioned to engage a tire. The top side of the
front portion 1054 of the body 1052 and the front side of inner
tire engager 1070 are also configured co-act when the inner
tire engager 1070 is in the extended position such that the
front side of inner tire engager 1070, the top side of the front
portion 1054, and the back side of outer tire engager are
positioned to engage the tire. The top side of the front portion
1054 of the body 1052, the front side of inner tire engager
1070, and the front side of the outer tire engager 1076 are also
configured co-act when the inner tire engager 1070 and the
outer tire engager 1076 are both in the extended position such
that the front side of inner tire engager 1070, the front side of
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the outer tire engager 1076, and the top side of the front
portion 1054 are positioned to engage the tire.

As best illustrated in FIGS. 51 and 53, the inner tire
engager 1070 includes a body 1080 and two spaced apart
arms 1082 and 1084 connected to and extending from the
body 1080. The arms 1082 and 1084 have hands or pivot ends
1086 and 1088, respectively.

As best illustrated in FIGS. 51 and 54, the outer tire
engager 1076 includes a body 1090 and two spaced apart
arms 1092 and 1094 connected to and extending from the
body 1090. The arms 1092 and 1094 have hands or pivot ends
1096 and 1098. The arms 1092 and 1094 and the body 1090
of'the outer tire engager 1076 define a central open area sized
and shaped to receive the inner tire engager 1070.

When the inner tire engager 1070 and the other tire engager
1076 are both in either the retracted position or the extended
position (as best seen in FIG. 47), they co-act to form a wall
for engaging the tire. In one embodiment, the inner and outer
tire engagers are both molded from a liquid thermoset plastics
material primarily composed of a plural component liquid
monomer mixture which can be molded by a reaction injec-
tion molding (RIM) process. The tire engagers can alterna-
tively be made from a nylon, a glass filled nylon, a Dicyclo-
pentadiene, an Acrylonitrile-butadine-styrene, or a
polycarbonate. In one embodiment, the tire engagers are
made from the same material and in alternative embodiments,
the tire engagers may be made from different materials or
different strength materials. In one such embodiment, the
outer tire engager is made from a glass filled polyurethane and
the inner tire engager is made from a glass filled nylon. It
should further be appreciated that the tire engagers could be
made from any one or more suitable materials, including
other metals, plastics, ceramics and composite materials or
combinations thereof. It should also be appreciated that the
configurations and sizes of the inner and outer tire engagers or
portions thereof may vary in accordance with the present
invention.

The tire engagers 1070 and 1076 co-act with the front
portion 1054 of the body 1052 to form the tire engaging
assembly. More specifically, as best seen in FIGS. 47, 51, 52
and 52 A, the front portion 1054 ofthe body 1052 includes: (a)
upwardly extending tire engager supports 1102, 1104, and
1106 which are configured to pivotally support the inner and
outer tire engagers 1070 and 1076; (b) semi-cylindrical pivot
areas 1101 and 1107 extending respectively inwardly from
the outer sides of the body 1052 to the tire engager supports
1102 and 1106, respectively and configured to receive pivot
ends 1096 and 1098 of the outer tire engager 1070; and (c)
semi-cylindrical pivot areas 1103 and 1105 extending respec-
tively between tire engager supports 1102, 1104, and 1106
and configured to receive the pivot ends 1086 and 1088 of the
inner tire engager 1070. The pivot areas 1101, 1103, 1105,
and 1107 respectively include or define securing slots 1420,
1422, 1424, and 1426 for receiving securing tongues 1410,
1412, 1414, and 1416 as further discussed below, and tongue
clearance areas 1101a, 11034, 11054, and 1107a which allow
the inner and outer tire engagers to rotate without interference
between the securing tongues 1410, 1412, 1414, and 1416
and the upper surface of the front portion 1054 of the body
1052. The front portion 1054 of the body 1052 also includes:
(a) laterally spaced apart upwardly extending reinforcing ribs
or supports 1112, 1114, 1116, 1118, 1120, 1122, and 1124
which are configured to support the inner and outer tire
engagers 1070 and 1076 when they are in the retracted posi-
tions; and (b) laterally spaced-apart tire engager receipt areas
or recesses 1113, 1115, 1117, 1119, 1121, and 1123 config-
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ured to receive the inner and outer tire engagers 1070 and
1076 when they are in the retracted positions.

As best seen in FIGS. 47, 51, and 53, the front side of the
inner tire engager 1070 includes laterally spaced apart out-
wardly extending reinforcing ribs or supports 1132, 1134,
1136, and 1138 configured to be received in the spaced-apart
tire engager receipt areas or recesses 1115, 1117, 1119, and
1121 when the inner tire engager 1070 is in the retracted
position. The inner tire engager 1070 also includes laterally
spaced-apart body receipt areas or recesses 1131, 1133, 1135,
1137, and 1139 (see FIG. 53) configured to receive laterally
spaced-apart upwardly extending reinforcing ribs or supports
1114,1116, 1118, 1120, and 1122 of the body 1052 when the
inner tire engager 1070 is in the retracted position.

As best seen in FIGS. 47, 51 and 54, the front side of the
outer tire engager 1076 includes laterally spaced-apart down-
wardly extending reinforcing ribs or supports 1142, 1144,
1146, 1148, 1150, and 1152 (See FIG. 54) configured to be
received in the spaced-apart tire engager receipt areas or
recesses 1113, 1115, 1117, 1119, 1121, and 1123 when the
outer tire engager 1076 is in the retracted position. The outer
tire engager 1076 includes laterally spaced-apart body receipt
areas or recesses 1141, 1143, 1145, 1147, 1149, 1151, and
1153 configured to receive laterally spaced-apart upwardly
extending reinforcing ribs or supports 1114, 1116, 1118,
1120, and 1122 of the body 1052 when the outer tire engager
1076 is in the retracted position.

The outer tire engager 1076 also includes a lip 1099 (see
FIG. 54) for providing additional structural support of the
outer tire engager 1070. When the outer tire engager 1076 is
in the retracted position, the lip 1099 extends downwardly
and toward the body 1052. When the outer tire engager 1076
is in the extended position, the lip 1099 extends outwardly
toward the tire. The outer tire engager 1076 also includes
storage member locking fingers 10994, 10995 and 1099¢
extending from the outer surface of the lip 1099 for engaging
the bottom portion of the storage pan as best illustrated in
FIGS. 54, 59 and 60 and as further described below.

The inner tire engager 1070 and the outer tire engager 1076
are each pivotally attached to the body 1052 by a suitable first
pivot member. More specifically, in the illustrated embodi-
ment as best seen in FIG. 51, the first pivot member includes
abolt 1502, a first washer 1504, a second washer 1506, and a
nut 1508. It should be appreciated that the first pivot member
could be configured in other suitable manners. The bolt 1052
extends through pivot ends 1096 and 1098 of the outer tire
engager 1076, pivot ends 1086 and 1088 of the inner tire
engager 1070, tire engager supports 1102, 1104 and 1106 of
the body 1052 to enable the inner and outer tire engagers 1070
and 1076 to independently pivot relative to the body 1052,
and pivot connection bars or brackets 1250 and 1252. The first
pivot member thus attaches the pivot connection brackets
1250 and 1252 to the body 1052 of the chock 1050. The pivot
connection bracket 1250 is also attached to the body 1052 of
the chock 1050 by a suitable fastener such as a bolt 1512, a
first washer 1514, a second washer 1516, and a nut 1518 as
seen in FIGS. 50 and 51. The pivot connection bracket 1252
(and the paddle 1180) is also attached to the body 1052 of the
chock 1050 by a suitable fastener such as a bolt 1522, a first
washer 1524, a second washer 1526, and a nut 1528 as also
seen in FIGS. 50 and 51. The pivot connection brackets 1250
and 1252 provide additional structural integrity to the tire
engaging assembly. It should also be appreciated that these
pivot connection brackets, pivot members and fasteners are
configured to facilitate the replacement of the inner and outer
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tire engagers in the event such tire engagers break. As men-
tioned above, bracket 1252 also functions as a handle for the
chock 1050.

It should be appreciated that the pivot connection brackets
and the paddle may be made from any suitable materials. In
one embodiment, the paddle is molded from a glass filled
nylon. In one embodiment, the brackets are molded from an
Acrylonitrile-butadine-styrene. It should also be appreciated
that the these components may be alternatively configured
and sized n accordance with the present disclosure.

It should be appreciated that such inner and outer tire
engagers 1070 and 1076 are configured in certain embodi-
ments to break upon a designed amount of pressure placed on
such tire engagers by a tire as described in detail above. This
construction prevents damage to the internal components of
the vehicle as described above.

As indicated above and best illustrated in FIGS. 47, 51, 53,
and 54, the inner and outer tire engagers 1070 and 1076 are
configured to be coupled together, interconnected or inter-
locking. The reinforcing ribs or supports 1132, 1134, 1136,
and 1138 of the inner tire engager 1070 respectively include
indentations, slots or steps 1162, 1164, 1166, and 1168 (see
FIGS. 51 and 53) configured to respectively receive connect-
ing protrusions, pins or steps 1172, 1174,1176, and 1178 (see
FIGS. 51 and 54) extending from the reinforcing ribs or
supports 1144, 1146, 1148, and 1150 of the outer tire engager
1076. This configuration enables the inner and outer tire
engagers 1070 and 1076 to co-act such that when the inner
and outer tire engagers 1070 and 1076 are in the retracted
position and the outer tire engager 1076 is moved from the
retracted position to the extended position, the outer tire
engager 1076 causes the inner tire engager 1070 to also move
from the retracted position to the extended position. This
configuration enables a loader to easily move both the inner
and outer tire engagers 1070 and 1076 to their respective
extended positions. If the loader desires to just move the inner
tire engager 1070 to its extended position (and to have the
outer tire engager 1076 in the retracted position), after this
rotation of both tire engagers, the outer tire engager 1076 can
be disengaged or decoupled from the inner tire engager 1070
and rotated back to its retracted position, leaving the inner tire
engager 1070 in its extended position. This configuration also
provide substantial support by the inner tire engager 1070 for
the outer tire engager 1076. In other words, when both tire
engagers are in the extended positions, and pressure by a tire
is applied to the upper portion of the outer tire engager, the
interlocking steps of the inner and outer tire engagers provide
additional support for the outer tire engager.

It should be appreciated that the central portion 1056 of the
body 1052 also serves to support the inner and outer tire
engagers 1070 and 1076 when each of them are in the
extended position. More specifically, when the inner tire
engager 1070 is in the extended position, it rests against the
support section 1190 of the central portion 1056 of the body
1052. Likewise, when the outer tire engager 1076 is in the
extended position, it rests against the support section 1190 of
the central portion 1056.

When the inner and outer tire engagers 1070 and 1076 are
pivotally attached to the body 1052, the securing tongues
1410, 1412, 1414, and 1416 of the inner and outer tire engag-
ers 1070 and 1076 are configured to move within the tongue
clearance areas 11014a, 11034, 11054, and 11074 of the pivot
areas 1101, 1103, 1105, and 1107 to enable rotation from the
retracted positions to the extended positions, and from the
extended positions to the retracted positions without interfer-
ence. More specifically, the pivot ends 1086 and 1088 (see
FIG. 53) of the inner tire engager 1070 respectively define or
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include oval pivot member adjustment or rotation slots 10864
and 10884, and the pivot ends 1096 and 1098 (See FIG. 54) of
the outer tire engager 1076 respectively define or include oval
pivot member adjustment or rotation slots 1096a and 1098a.
These oval pivot member adjustment or rotation slots enable
the inner and outer tire engagers 1070 and 1076 to first be
rotated to an intermediate extended position where the secur-
ing tongues 1410, 1412, 1414, and 1416 are not in the secur-
ing slots 1420, 1422 1424, and 1426, and then moved down-
wardly to the locked extended position such that the securing
tongues 1410, 1412, 1414, and 1416 are in the securing slots
1420, 1422, 1424, and 1426. The tongues are received in the
respective slots to prevent undesired rotation or pivoting of
the respective inner and outer tire engagers after they have
been positioned in the locked extended positions by a loader.
It should be appreciated that in alternative embodiments,
when one or both of the inner and outer tire engagers are
rotated, they are in the locked extended positions and do not
need to be moved downwardly. It should also be appreciated
that the inner and outer tire engagers can be of other suitable
configurations and can interlock or otherwise interact in other
suitable manners.

The chock 1050 includes a paddle 1180 attached to the
central portion 1056 ofthe body 1052 to prevent lateral move-
ment of the tire. In the illustrated embodiment, the paddle
1180 is attached to the body 1052 by bracket 1252. In the
illustrated embodiment, the paddle 1180 is integrally formed
with the bracket 1252. In alternative embodiments, the paddle
1180 and the bracket 1252 may be separate components. In
the illustrated embodiment, the paddle 1180 includes a for-
ward tire engaging portion 1182 configured to engage the side
of the tire and a rear stabilizing portion 1184 integrally con-
nected to the connection bracket 1252 for stability. When the
tire exerts pressure on the forward tire engaging portion 1182
of'the paddle 1180, the bracket 1252 and the rear stabilizing
portion 1184 serve to stabilize the paddle 1180. It should be
appreciated that the paddle 1180 does not move with either of
the tire engagers 1070 or 1076 and is configured to engage the
side of the tire at a relatively low position regardless of the
position of the tire engagers. One advantage of this configu-
ration is that the paddle is always positioned in a safe zone,
and thus will not interfere with the fender of the vehicle.
Another advantage is that the paddle 1180 is in the low posi-
tion to prevent lateral shifting of the tire and prevent the tire
from walking out of the chock. It should be appreciated that
the paddle can be configured and attached to the body in other
suitable manners.

Turning now to the locking assembly 1064, the central
portion 1056 and the rear portion 1058 of the body 1052 are
configured support the locking assembly 1064. More specifi-
cally, the rear portion 1058 of the body 1052 includes spaced-
apart side walls 1202 and 1204 and a rear wall or base 1206
interconnecting and extending between the side walls or
bases 1202 and 1204. The side walls or bases 1202 and 1204
are connected to the central portion 1056 of the body 1052
and extend rearwardly from the central portion 1056. The
central portion 1056 and the side walls 1202 and 1204 and
rear wall or base 1206 of the rear portion 1058 of the body
1052 define a locking member receiving area 1210 in which
the locking member 1066 of the locking assembly 1064 is
movably or rotatably positioned.

The locking member 1066 is generally rectangular and
sized and configured to be positioned in the locking member
receiving area 1210. In one embodiment, the locking member
is molded of a liquid thermoset plastics material primarily
composed of a plural component liquid monomer mixture
which can be molded by a reaction injection molding (RIM)
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process. The locking member can alternatively be made from
a nylon, a glass filled nylon, a Dicyclopentadiene, an Acry-
lonitrile-butadine-styrene, or a polycarbonate. It should fur-
ther be appreciated that the locking member could be made
from any one or more suitable materials, including other
metals, plastics, ceramics and composite materials or combi-
nations thereof.

More specifically, the locking member 1066 is pivotally
connected to the rear portion 1058 of the body 1052 by a
second pivot member. The second pivot member in the illus-
trated embodiment includes a bolt 1532, a first washer 1534,
asecond washer 1536, and a nut 1538 as seen in FIGS. 50 and
51. It should be appreciated that other suitable pivot assem-
blies can be employed. In the illustrated embodiment, the rear
portion 1058 of the body 1052 includes two recess areas 1809
and 1811 (see FIG. 50) configured to facilitate such pivotal
attachment of the locking member 1066 to the body 1052.

Turing now to FIGS. 48, 49, 51, 51A, 55, 56, 56 A, and 57,
the locking member 1066 includes front and rear upwardly
projecting bosses 1212 and 1214 configured to receive and
support a locking pin 1220 for axial movement. The locking
pin 1220 is positioned in or extends though the bosses 1212
and 1214 and a compression spring 1222 is journaled about
the locking pin 1220 between the bosses 1212 and 1214. The
compression spring 1222 biases the locking pin 1220 for-
wardly to its normal or resting position (through the handle as
discussed below). The free end 1221 of the locking pin 1220
extends forwardly from boss 1212 and is configured to be
received ina locking notch 1224 in the central portion 1056 of
the body 1052 (as best illustrated in FIG. 52A). The locking
area or surface 1226 includes a sloped rearwardly facing
biasing wall 1228 as best seen in FIG. 52A and as also well
illustrated in FIG. 60). If the biasing wall is appropriately
sloped, in one embodiment, when the locking member 1066
is pivoted downwardly from the unlocked position, toward
the locked position, the free end 1221 of the locking pin 1220
engages the sloped biasing wall 1228 of the locking area or
surface 1226 which causes the locking pin 1220 to be biased
against the compression spring 1222 journaled about the
locking pin 1220. When the free end 1221 of the locking pin
1220 reaches the locking notch 1224, the compression spring
1222 causes the locking pin 1220 to move into the locking
notch 1224 and thus secure the locking member 1066 in the
locked position. This movement of the locking pin 1220 can
and in certain embodiments is accomplished by the handle
1230 as discussed below.

In the illustrated embodiment, the handle 1230 of the lock-
ing assembly 1060 is pivotally attached to the locking mem-
ber 1066 and configured to actuate the locking pin 1220
axially (against the compression spring 1222) to facilitate the
unlocking of the locking member 1066. In the illustrated
embodiment, the handle 1230 includes a hand grasp 1233, an
actuation arm 1234 attached to the hand grasp 1233, an actua-
tion hand 1235 attached to the actuation arm 1234, and a pivot
finger or lever 1236 attached to the actuation hand 1235. More
specifically, the pivot finger or lever 1236 is pivotally attached
to the locking member 1066 by a pivot pin 1237. The pivot pin
1237 is configured to be received in a pivot hole 12134 in the
locking member 1066. The handle 1230 is configured to pivot
about the pivot pin 1237. The actuation hand 1235 defines a
horizontally or substantially horizontally extending locking
pin opening 1239 sized and configured such that the locking
pin 1220 extends through the locking pin opening 1239. The
actuationhand 1235 also defines a pair of aligned vertically or
substantially vertical extending oval roll or engagement pin
openings 1241 and 1243 sized and configured such that a roll
or engagement pin 1242 attached to the locking pin 1220
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extends upwardly from the locking pin 1220 through the roll
or engagement pin openings 1241 and 1243. The locking
assembly 1060 also includes an actuation bearing 1245 slid-
ably mounted on the locking pin 1220 and positioned adja-
cent to the rear side of the actuation hand 1235 next to the
compression spring 1222.

In operation, the handle 1230 is moveable from a resting
position as illustrated in FIGS. 48, 55, and 56 to an actuation
or actuated position as illustrated in FIGS. 49 and 57. When
the handle 1230 is moved from the resting position to the
actuated position, the actuation hand 1235 causes the roll or
engagement pin 1242 to move rearwardly which in turn
causes the locking pin 1220 to move rearwardly and to be
released from the locking notch 1224 (see F1IG. 52A). In other
words, the force applied against the hand grasp 1233 causes a
rearward force against the locking pin 1220. When the handle
1230 is moved from the resting position (see FIG. 56) to the
actuated position (see FIG. 57), the roll or engagement pin
1242 (which is attached to the locking pin 1220) moves from
the front of the roll or engagement pin openings 1241 and
1243 (see FIG. 56) to the rear of the roll or engagement pin
openings 1241 and 1243 (see FIG. 57). This configuration
also limits the movement of the handle and the locking pin.
When the locking pin is disengaged from the locking notch
1224 (see FIG. 52A), the locking member 1066 can be
upwardly rotated to release the locking assembly from the
grating. It should be appreciated that the hand grasp 1233 is
sized and configured to enable a loader to lock and unlock the
locking member 1066 of the locking assembly 1064 without
placing the loaders hand under the vehicle which thus also
limits damage to the vehicle and injury to the loader or
unloader.

It should also be appreciated that when the handle is actu-
ated rearwardly, the compression spring 1222 biases the
actuation bearing 1245 forwardly, which in turn applies a
forward force to the actuation handle 1235, which in turn
applies a forward force to the roll or engagement pin 1242,
which in turn applies a forward force to the locking pin 1220.

It should be appreciated that locking assembly and the
components can be made from any suitable materials. For
instance, in one embodiment, the locking member 1066 and
the handle 1230 made from a glass filled nylon. It should also
be appreciated that one or more of the components of the
locking assembly may be alternatively configured. It should
also be appreciated that a suitable clip may be employed to
more maintain the locking pin in the bosses.

It should be appreciated that the illustrated locking assem-
bly has the handle extending from the right side, and that the
locking assembly and handle can be alternatively configured
such that the handle extends from the left side. In such
embodiment, the pivot pin 1237 would be positioned in pivot
hole 121354 illustrated in FIG. 51A.

Unlike the above embodiments of the chock shown in
FIGS. 27 to 46, the locking member 1066 of chock 1050
includes an engagement wedge 1067 extending from the front
of the locking member 1066 as best shown in FIGS. 48, 49,
50, 51A, 55, 56, and 57. This engagement wedge 1067 is
configured to engage the back surface 1227 of the central
portion 1056 of the body 1052 when the locking member
1066 is in the locked position. This engagement wedge 1067
prevents relative movement of the body 1052 to the locking
member 1066 when the inner and outer tire engagers 1070
and 1076 or engaged by a tire. This engagement wedge 1067
substantially fills the gap which existed between the locking
member and the central portion in the chock of FIGS. 27 to 46
as best seen in FIGS. 37 and 39. This engagement wedge
prevents the body and the front grate engagers from rearward
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movement and from disengaging the gating when rearward
forces are applied to the tire engagers (or to otherwise to the
front of the body), and thus prevents disengagement of the
chock from the grating.

As discussed above, the chock 1050 also includes a plural-
ity of downwardly projecting grate engagers or teeth 1060
which extend downwardly from the front section 1054 of the
body 1052 and are arranged in four grate engagers or parallel
spaced rows each having four teeth. Each grate engager or
tooth 1060 has a curved or rounded surface which faces
downwardly and forwardly. The curved surfaces permit piv-
oting of the body 1052 between an upper inclined released
position and a downward horizontal locked position where
the grate engagers or teeth 1060 project between the parallel
spaced wires and engage the wires of the grating or wire grid.
The grate engagers or teeth 1060 are arranged in a plurality of
laterally spaced apart rows with each row having a plurality of
teeth. The grate engagers or teeth 1060 are made from a
suitable metal. It should be appreciated that the grate engag-
ers or teeth can be made from any suitably strong material. In
the illustrated embodiment, the grate engagers 1060 are
respectively attached to two grate engager brackets 1060a
and 10605 (see FIGS. 50 and 51) which are attached to the
front portion 1054 ofthe body 1052 by suitable fasteners such
as bolts 1542a and 15425, washers 1544a and 15445, and nuts
15484 and 1548b. It should be appreciated as shown in FIGS.
47, 48, 50, 51, and 52 that the front portion 1054 (and par-
ticularly upwardly extending reinforcing ribs or supports
1114 and 1122) define suitable openings for the fasteners.

As best seen in FIG. 51A, the locking member 1066 of the
chock 1050 also has a plurality of downwardly projecting
grate engagers or teeth 1068 having rounded front corner
surfaces for entering and engaging the grating or wire grid.
The grate engagers or teeth 1068 are arranged in a plurality of
laterally spaced-apart rows with each row having a plurality
of teeth. The grate engagers or teeth 1068 are made from a
suitable metal. It should be appreciated that the grate engag-
ers or teeth can be made from any suitably strong material. In
the illustrated embodiment, the grate engagers 1068 are
respectively attached to two grate engager brackets 1068a
and 10685 which are attached to the locking member 1066 by
suitable fasteners such as bolts 1552a and 155254, washers
1554a and 15545, and nuts 15584 and 155854. It should be
appreciated that, as shown in FIGS. 48, 59, 50, 51A, 55, 56,
and 57, the locking member 1066 defines suitable openings
for the fasteners. As best seen in FIGS. 51A, the rear edge of
each of the grate engagers is straight or substantially straight
and the front edge of each of the grate engagers is curved. This
facilitates insertion into the grating when the locking member
is moved from the open position to the closed and locked
position. It should be appreciated that the grate engagers and
the grate engager brackets can be alternatively configured in
accordance with the present disclosure.

Turning now to FIGS. 58, 59, and 60, the present disclosure
also provides a chock storage bracket 1950 for holding a
chock 1050 in a storage pan 900 attached to a side wall of an
auto-rack railroad car. The chock storage bracket 1950
includes a pan attachment wall or arm 1952, a chock engager
or holder 1954 and a connection arm 1956 connecting the
chock engager or holder 1954 to the pan attachment wall or
arm 1952. The chock engager or holder 1954 is biased by the
connection arm 1956 toward the pan attachment wall or arm
1952. The pan attachment wall 1952 is configured to fit
between the storage pan 900 and the side wall of the auto-rack
car (not shown) to hold the chock storage bracket 1950 in
place. The chock engager 1954 is configured to engage the
rear wall or base 1206 interconnecting and extending between
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the side walls or bases 1202 and 1204 of the rear portion 1058
of'the body 1052. The chock storage bracket is in one embodi-
ment molded from a suitable nylon or other suitable plastic
material. It should be appreciated that the chock storage
bracket can be made from other suitable materials and in other
suitable manners. It should also be appreciated that the chock
storage bracket can be configured in other suitable configu-
rations.

It should also be appreciated that, as mentioned above, the
outer tire engager 1076 includes storage member locking
fingers 1099a, 10995 and 1099¢ extending from the outer
surface of the lip 1099 for engaging the bottom portion of the
storage pan 900 as best illustrated in FIGS. 59.

Turning now to FIGS. 61 and 62, an alternative pivot con-
nection bracket 2250 is illustrated. The pivot connection
bracket 2250 includes alternatively configured ends 2250a
and 22505. This alternative configuration is advantageous to
reduce possible breakage of the pivot connection bracket and
for assembly purposes. It should be appreciated that the con-
nection brackets can be configured in other alternative con-
figuration in accordance with the present disclosure.

Turning now to FIG. 63, an alternative handle of the lock-
ing assembly is illustrated. In this alternative embodiment,
the handle 1230a includes a hand grasp 1233a, an actuation
arm 1234a attached to the hand grasp 1233a, an actuation
hand 1235a attached to the actuation arm 12344, and a pivot
finger or lever 12364 attached to the actuation hand 1235a.
The actuation hand 12354 defines a horizontally or substan-
tially horizontally extending locking pin opening 1239a. The
actuation hand 12354 also defines a pair of aligned vertically
or substantially vertical extending oval roll or engagement
pin openings 1241a and 1243 4. This alternative configuration
is advantageous to reduce possible breakage of the handle. It
should be appreciated that the handle can be configured in
other alternative configurations in accordance with the
present disclosure.

It should also be appreciated that this pivot handle mecha-
nism can be configured to be used in a locking mechanism
which is pivotally attached to the center portion of the body
and locks at the rear portion of the body. Such embodiment,
may include one or more engagement wedges or other suit-
able configurations to prevent disengagement of the chock
from the grating.

It will be understood that modifications and variations may
be effected without departing from the scope of the novel
concepts of the present invention, and it is understood that this
application is to be limited only by the scope of the claims.

The invention is claimed as follows:

1. A vehicle wheel chock locking assembly handle for a
locking assembly of a vehicle wheel chock, said vehicle
wheel chock locking assembly handle comprising:

an elongated body defining a locking pin opening config-

ured such that a locking pin of the locking assembly can
extend through said locking pin opening, and a pair of
aligned roll pin openings configured such that a roll pin
ofthe locking assembly can extend through said roll pin
openings and through said locking pin; and

a pivot finger attached to the body, said pivot finger includ-

ing a pivot pin configured to be received in a pivot hole
in a locking member of the locking assembly.

2. The vehicle wheel chock locking assembly handle of
claim 1, wherein the locking pin opening extends in a first
direction through the body and the roll pin openings extend in
a second direction through the body, said second direction
being transverse to said first direction.

3. The vehicle wheel chock locking assembly handle of
claim 1, wherein each of the roll pin openings are oval.
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4. The vehicle wheel chock locking assembly handle of
claim 1, wherein the body and the pivot finger are integrally
formed.

5. The vehicle wheel chock locking assembly handle of
claim 1, wherein the body includes an actuation hand which
defines said locking pin opening and said roll pin openings.

6. The vehicle wheel chock locking assembly handle of
claim 5, wherein the actuation hand includes a first wall and
a second wall, said first wall and said second wall partially
defining the locking pin opening, and wherein one of the roll
pin openings is in the first wall and the other roll pin opening
is in the second wall.

7. A vehicle wheel chock locking assembly handle for a
locking assembly of a vehicle wheel chock, said vehicle
wheel chock locking assembly handle comprising:

an elongated body defining a locking pin opening config-

ured such that a locking pin of the locking assembly can
extend through said locking pin opening, and at least one
roll pin opening configured such that a roll pin of the
locking assembly can extend through said roll pin open-
ing and through said locking pin; and

a pivot finger attached to the body.

32

8. The vehicle wheel chock locking assembly handle of
claim 7, wherein the locking pin opening extends in a first
direction through the body and the at least one roll pin open-
ing extends in a second direction through the body, said
second direction being transverse to said first direction.

9. The vehicle wheel chock locking assembly handle of
claim 7, wherein each roll pin opening is oval.

10. The vehicle wheel chock locking assembly handle of
claim 7, wherein the body and the pivot finger are integrally
formed.

11. The vehicle wheel chock locking assembly handle of
claim 7, wherein the body includes an actuation hand which
defines said locking pin opening and said each roll pin open-
ing.

12. The vehicle wheel chock locking assembly handle of
claim 11, wherein the actuation hand includes a first wall
partially defining the locking pin opening, and wherein the at
least one roll pin opening is in the first wall.

13. The vehicle wheel chock locking assembly handle of
claim 7, wherein the pivot finger includes a pivot pin config-
ured to be received in a pivot hole in a locking member of the
locking assembly.



